
Magnet Information 
 

 
Magnetic strength of “open” magnet (Without keep plate attached) 

 At Surface At 10mm At 20mm  

  From Surface From Surface 

BM1C   36mm Badge Magnet 2400 Gauss 160 Gauss 20 Gauss 

BM3C 43mm Badge Magnet 3600 Gauss 270 Gauss 50 Gauss   

BM4C 45mm Metal Badge Magnet 3600 Gauss 110 Gauss 40 Gauss 

 
Magnetic strength of “Closed” magnet (With keep plate attached) 

   

  At surface of keep plate At surface of back of magnet  

BM3C 43mm Badge Magnet 600 gauss 800 gauss 

  (0.06 Tesla)  (0.08 Tesla) 

 

 

 

Distance at which each magnet first moves the needle of a compass:- 

 

BM1C   36mm Badge Magnet 200mm  

BM3C 43mm Badge Magnet 250mm  

BM4C 45mm Metal Badge Magnet 250mm 

 

These readings were taken without the keep plate in place, completing the magnetic circuit with the 

keep plate dramatically reduces the stray magnetic strength. 

 

 

Keep magnets a minimum of 15cm (6”) from credit cards, bank cards, computer disks, recording 

tape, heart pacemakers, navigational compasses and any sensitive electronic devices. These 

precautions apply to any magnet or magnetic device. 

 

Keep magnet and keep plate coupled when not in use, the external magnetic field is much lower in 

this state. 
 

This information does not form part of a scientific study but is intended solely to 

help customers identify which product is most suitable for their requirements, we 

would advise customers to carry out their own study if these products are 

required to conform to specific standards. All information is supplied in good 

faith. 
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